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 AAIB Bulletin: 4/2008  G-BTYA EW/G2007/11/07 

ACCIDENT

Aircraft Type and Registration:  Kolb Twinstar Mk3 (Modified), G-BYTA

No & Type of Engines:  � Rotax 582 p�ston eng�ne

Year of Manufacture:  2000 

Date & Time (UTC):  �6 November 2007 at �450 hrs

Location:  K�lkeel, County Down, Northern Ireland

Type of Flight:  Pr�vate 

Persons on Board: Crew - � Passengers - �

Injuries: Crew - � (M�nor) Passengers - � (M�nor)

Nature of Damage:  A�rcraft damaged beyond econom�c repa�r

Commander’s Licence:  Nat�onal Pr�vate P�lot’s L�cence

Commander’s Age:  53 years

Commander’s Flying Experience:  37 hours (all of wh�ch were on type)
 Last 90 days - 0 hours
 Last 28 days - 0 hours

Information Source:  A�rcraft Acc�dent Report Form subm�tted by the p�lot and 
meteorological aftercast provided by the Met Office

Synopsis

About �0 to �5 m�nutes after takeoff the eng�ne fa�led.  

Dur�ng the forced land�ng the a�rcraft encountered an area 

of ‘s�nk’ and coll�ded w�th a hedgerow that conta�ned an 

embedded barbed w�re fence.

History of the flight

The accident flight was a continuation of an exercise 

that had started with a flight that morning.  About 10 to 

�5 m�nutes after takeoff, the p�lot, who was also the 

owner, not�ced that the left exhaust gas temperature 

gauge was fall�ng towards zero.  He �mmed�ately 

turned the aircraft towards the airfield and informed his 

passenger, who was an exper�enced p�lot.  The a�rcraft 

flew towards the airfield for about 10 to 15 seconds, 

when the eng�ne stopped.  The p�lot handed control of 

the a�rcraft to h�s passenger, as he was cons�derably 

more experienced as a pilot and had more recent flying 

pract�ce.  He �mmed�ately turned the a�rcraft �nto w�nd 

towards a large field; the only one within gliding range 

that d�d not conta�n l�vestock.  The gl�de approach was 

progress�ng very well unt�l the a�rcraft was about 20 to 

30 feet from the field boundary when they encountered 

an area of ‘s�nk’.  Th�s resulted �n the a�rcraft coll�d�ng 

with the field’s boundary hedgerow.  The hedgerow was 

mounted on a ra�sed bank and had a barbed w�re fence 

embedded w�th�n �t.  Both the p�lot and h�s passenger 

rece�ved m�nor �njur�es and were adm�tted to hosp�tal.
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Engineering investigation

A fr�end of the p�lot removed the a�rcraft from the 
acc�dent s�te.  Dur�ng th�s removal he noted that there 
was a reasonable quant�ty of fuel �n the tank and that the 
eng�ne was free to rotate.  A few days after be�ng released 
from hosp�tal the p�lot �nspected the a�rcraft and, from 
external inspection, could find no reason why the engine 
had fa�led.  He successfully started and ran the eng�ne 
and no fault was found.  In h�s op�n�on the eng�ne fa�led 
due to the bu�ld-up of �c�ng w�th�n the carburettor.

Meteorological aftercast

A meteorolog�cal aftercast was obta�ned from the 
Met Office for the area and date of the accident.  
There was a h�gh pressure system centred over the 
Cherbourg Pen�nsula wh�ch resulted �n a l�ght to 
moderate south-westerly flow over Northern Ireland.  
Although there were no fronts, sl�ght prec�p�tat�on 

was recorded over the west of Northern Ireland and a 
layer of stratocumulus covered the area.  The follow�ng 
temperatures and hum�d�ty were recorded from a 
rad�osonde ascent that was launched, at ���5 hrs GMT, 
�nto the same a�r mass that preva�led over the acc�dent 
s�te at the t�me of the acc�dent.  

Height 
amsl ft

Temp
°C

Dew point 
°C

Humidity 
%

5�5 8.7 6.2 84
75� 8.5 5.9 83
�020 8.8 5.� 77
�5�2 7.7 4.� 78
�995 6.9 3.3 78

These temperature and hum�d�ty read�ngs were plotted 
on a carburettor �c�ng probab�l�ty chart and the result, 
shown at F�gure �, �nd�cates that there was a poss�b�l�ty 
of ser�ous �c�ng at any power.

Figure 1
Carburettor Ic�ng Probab�l�ty Chart

Chart taken from:
CAA Safety Sense Leaflet No 14b


