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ACCIDENT

Aircraft Type and Registration:  P�per PA-28-�6�, G-OBFC

No & Type of Engines:  1 Lycoming O-320-D3G piston engine

Year of Manufacture:  �995 

Date & Time (UTC):  �5 Apr�l 2007 at �200 hrs

Location:  Henstridge Airfield, Somerset

Type of Flight:  Pr�vate 

Persons on Board:  Crew - � Passengers - �

Injuries:  Crew - None Passengers - None

Nature of Damage:  Severe damage to port wing and stabilator

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  54 years

Commander’s Flying Experience:  ��7 hours (of wh�ch 60 were on type)
 Last 90 days - 7 hours
 Last 28 days - � hours

Information Source:  Aircraft Accident Report Form submitted by the pilot

Synopsis

The aircraft became high on its approach to a relatively 
short runway, at an airfield with which the pilot was 
unfamiliar.  The aircraft landed some distance along the 
runway, and the p�lot was unable to br�ng �t to a stop 
before �t struck a boundary fence, caus�ng substant�al 
damage to the aircraft and some damage to the fence.  
The pilot identified a number of contributory factors, 
culminating in the fact that he did not abandon the 
land�ng wh�lst �t was st�ll safe to do so.

History of the flight

The Bournemouth based club aircraft departed from 
Bournemouth Airport at 1115 hrs for a flight to Henstridge 
Airfield, 23 nm to the north-west.  The weather for 
departure was fine, but the visibility deteriorated 

considerably in haze as the aircraft flew further inland.  
The pilot had planned to fly to the town of Sturminster 
Newton, 4 nm from Henstridge, and then on to the 
airfield, but had difficulty in identifying the town in the 
deteriorating visibility.  He therefore flew back up his 
route as far as the larger town of Blandford Forum and, 
having positively identified his position, set course once 
again for Sturminster Newton.  At this point the aircraft 
was flying at approximately 2,000 ft agl, and it was just 
poss�ble for the p�lot to keep the ground �n s�ght.

Henstridge was subsequently identified, and the pilot 
changed radio frequency from Bournemouth Radar 
to the Henstr�dge A�r/Ground stat�on.  The p�lot was 
informed that Runway 25 was in use, with a right-hand 
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circuit that was clear of other traffic.  As the aircraft 
approached the airfield from the south at about 2,000 ft 
agl, the alternator warning light illuminated.  Although 
th�s ext�ngu�shed when the alternator sw�tch was cycled, 
the pilot remained concerned about the possibility of 
an electr�cal fa�lure �n the hazy cond�t�ons, and was 
therefore keen to land w�thout undue delay.  

The pilot flew overhead the airfield before turning right 
to join downwind, keeping close to the airfield because 
of the poor v�s�b�l�ty.  Th�s lead to the a�rcraft be�ng h�gh 
on its final approach, and it remained high despite the 
use of 40º of flap and ‘S’ turns on finals.  The pilot also 
cons�dered that the w�nd, wh�ch was otherw�se l�ght and 
variable, may have been giving up to 8 kt of tailwind at 
the time of landing.

The a�rcraft touched down at least one th�rd of the 
way into the 750 m runway, and the pilot commenced 
heavy braking.  By the time he considered rejecting the 
landing, the aircraft had lost too much speed, though it 
was decelerat�ng too slowly to avo�d a coll�s�on w�th 
the boundary fence.  The p�lot steered the a�rcraft to the 
r�ght just before the fence, but the left w�ng t�p struck �t 
and the aircraft yawed rapidly to the left before coming 
to rest.  The left wing tip sustained major damage in 
the coll�s�on, and the w�ng fa�led at �ts junct�on w�th 
the fuselage, causing fuel to spill from a ruptured fuel 
line; the fence was also damaged.  Airfield personnel 

were on the scene very qu�ckly and ass�sted the a�rcraft 
occupants.  The p�lot and h�s passenger were un�njured 
and able to vacate the aircraft via the main door.  There 
was no fire, but the fire service attended and dealt with 
the fuel sp�llage.

Contributory factors

In his report, the pilot attributed the accident to a number 
of factors, which together formed a classic accident 
cha�n of events.  These were the poor v�s�b�l�ty, the 
non-standard circuit at an unfamiliar airfield, a shorter 
runway than the p�lot was used to, and the d�stract�on 
of the alternator warn�ng l�ght, wh�ch added a perce�ved 
time pressure to the landing.  

Nevertheless, the above factors did not make an accident 
inevitable.  The final factor, as the pilot recognised in 
h�s honest report, was the fact that the unsat�sfactory 
approach and land�ng was cont�nued beyond the po�nt at 
wh�ch �t could safely have been abandoned. 

Safety action

The pilot’s flying club commented that the pilot was a 
fairly regular flyer who remained current on single-engine 
p�ston a�rcraft, but who was probably less current w�th 
operat�ons to relat�vely short runways.  As a result of 
th�s acc�dent, the club �n�t�ated a rev�ew of �ts recurrent 
tra�n�ng pol�cy for those p�lots who w�shed to conduct 
operat�ons �nto or out of short runways and a�rstr�ps.


