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 AAIB Bulletin: 9/2014  G-MYBI EW/G2014/06/35

ACCIDENT

Aircraft Type and Registration:  Rans S6-ESD Coyote II, G-MYBI

No & Type of Engines:  1 Rotax 503 piston engine

Year of Manufacture:  1992 (Serial no: PFA 204-12186) 

Date & Time (UTC):  11 June 2014 at 0900 hrs

Location:  Ashcroft Airfield, Cheshire

Type of Flight:  Private 

Persons on Board: Crew - 1 Passengers - 1

Injuries: Crew - None Passengers - None

Nature of Damage:  Damage to propeller, cowling, landing gear and 
fuselage

Commander’s Licence:  National Private Pilot’s Licence

Commander’s Age:  57 years

Commander’s Flying Experience:  156 hours (of which 64 were on type)
 Last 90 days - 9 hours
 Last 28 days - 2 hours

Information Source:  Aircraft Accident Report Form submitted by the 
pilot

The pilot prepared for a local flight in fine weather conditions.  The surface wind was from 
270º at 7 kt, with Runway 27 in use; the runway was grass, 520 m long and 11 m wide.  The 
takeoff run was normal and the aircraft became airborne at the expected point.  After lift off, 
the pilot held the aircraft at a low height in order to gain airspeed.  As he did so, the left wing 
was suddenly lifted by what the pilot thought was a gust of wind and the aircraft turned to the 
right.  The pilot corrected the roll but was unable to stop the aircraft passing over an area of 
long grass beside the runway, at low height and speed.

The aircraft started to sink and the pilot elected to abandon the takeoff attempt and land 
ahead.  As he flared the aircraft, the landing gear contacted the grass, causing the aircraft 
to pitch nose down and come to an abrupt stop.  The pilot likened the touchdown to no more 
than a heavy landing; neither he nor his passenger was injured.


