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ACCIDENT

Aircraft Type and Registration:  Yak‑52, G‑CBOZ

No & type of Engines:  � Ivchenko Vedeneyev M-�4P p�ston eng�ne

Year of Manufacture:  �98� 

Date & Time (UTC):  �9 June 2008 at �840 hrs

Location:  Lashenden Airfield, Kent

Type of Flight:  Pr�vate 

Persons on Board: Crew - � Passengers - None

Injuries: Crew - None Passengers - N/A

Nature of Damage:  Broken propeller, eng�ne poss�bly shock-loaded, broken 
gear uplock release catch

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  47 years

Commander’s Flying Experience:  683 hours (of wh�ch 474 were on type)
 Last 90 days - 3 hours
 Last 28 days - 3 hours

Information Source:  A�rcraft Acc�dent Report Form subm�tted by the p�lot

Synopsis

The a�rcraft was del�berately landed wheels-up, 
follow�ng the fa�lure of the r�ght ma�n land�ng gear 
to deploy.  B�rd rema�ns were found embedded �n the 
left gear uplock mechan�sm wh�ch had prevented �ts 
normal operat�on.

History of the flight

On arr�val at Headcorn, the p�lot had selected the land�ng 
gear to DOWN.  The green ‘down and locked’ �nd�cat�ons 
�nd�cated that the nose and r�ght ma�n land�ng gears 
were correctly pos�t�oned; however, there was no green 
�nd�cat�on for the left ma�n land�ng gear.  He carr�ed out 
a low flypast to confirm these indications with ground 
personnel.  The p�lot then performed numerous land�ng 

gear retract�ons and extens�ons, h�gh g manoeuvres and 

emergency system extens�ons �n order to attempt to 

lower the left ma�n land�ng gear, but w�thout success.  

He then elected to carry out a wheels-up land�ng 

and alerted the emergency serv�ces, c�rcl�ng to burn 

off excess fuel.  He landed on an area of long grass 

adjacent to Runway 29 and, hav�ng touched down, the 

a�rcraft cont�nued for about �00 m before com�ng to 

rest.  The p�lot was un�njured and ex�ted the a�rcraft 

without difficulty.

B�rd rema�ns were subsequently found embedded �n 

the left gear uplock mechan�sm, wh�ch had prevented 

�ts normal operat�on, preclud�ng extens�on of the gear.
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The main landing gear on the Yak‑52 retracts forward 
and, when retracted, the legs rema�n exposed beneath 
the forward fuselage and w�ngs.  The p�lot commented 
that he had carried out a low, fast flypast at Headcorn 

pr�or to select�ng the land�ng gear and, although he 
had not been aware of any b�rds, he cons�dered that 
the b�rdstr�ke was l�kely to have occurred dur�ng th�s 
manoeuvre. 


