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ACCIDENT

Aircraft Type and Registration: Zena�r CH 60�HDS, G-OANN

No & Type of Engines: � Rotax 9�2-UL

Year of Manufacture: 2000

Date & Time (UTC): 23 Apr�l 2006 at �742 hrs

Location: Near Perth (Scone) Airfield, Scotland

Type of Flight: Pr�vate

Persons on Board: Crew - � Passengers - None

Injuries: Crew - � (M�nor) Passengers - N/A

Nature of Damage: Severe damage

Commander’s Licence: Nat�onal Pr�vate P�lot’s L�cence

Commander’s Age: 46 years

Commander’s Flying Experience: 280 hours (of wh�ch 4 were on type)
 Last 90 days - 8 hours
 Last 28 days -  � hour

Information Source: A�rcraft Acc�dent Report Form subm�tted by the p�lot

Synopsis

The a�rcraft was descend�ng to a downw�nd pos�t�on 

at Perth Airfield when the engine stopped.  Attempts 

to re-start �t were unsuccessful; the p�lot carr�ed out a 

forced landing into a field.  The aircraft was severely 

damaged though the p�lot rece�ved only m�nor �njur�es.
  
History of the flight

The aircraft departed from North Moor Airfield, near 
Scunthorpe, for a flight to Perth (Scone) Airfield, a 
d�rect d�stance of 200 nm.  Before departure the p�lot, 
who owned the aircraft, checked the fuel quantity on 
board; there was a full 55 ltr ‘header’ tank and an 
est�mated 20 ltr �n the starboard w�ng tank.  The header 
tank gauge showed ‘full’ but the w�ng tank gauge was 
unserv�ceable. 

The p�lot took off at �440 hrs and made a br�ef stop 
en-route at Charterhall Airfield, near Duns in Scotland, 
before cont�nu�ng on to Perth.  As he approached Perth 
the p�lot establ�shed rad�o contact and commenced a 
descent for a downw�nd jo�n to Runway 2� r�ght hand.  
As the a�rcraft was approach�ng the downw�nd leg, at 
�,000 ft, the eng�ne stopped.  The p�lot tr�ed to restart the 
engine but this was unsuccessful and it quickly became 
clear that a forced land�ng would be necessary.  The p�lot 
landed in a farmer’s field situated nearby.  The aircraft 
was severely damaged but the p�lot, who was wear�ng 
a lap strap w�th d�agonal shoulder strap, rece�ved only 
m�nor �njur�es.  He was able to vacate the a�rcraft 
unass�sted and contacted the emergency serv�ces.  The 
weather at the time was reported to be fine, with good 
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v�s�b�l�ty and a surface w�nd est�mated to be from the 

north at �0 kt.

In h�s report the p�lot cons�dered that the eng�ne was 

e�ther burn�ng fuel at a h�gher rate than the 22 ltrs/hr 

that he had planned, or that there may have been a 

fuel leak.  He also thought that carburettor �c�ng was 

a poss�b�l�ty.

During the flight the pilot had transferred fuel from the 

w�ng tank to the header tank.  The header tank gauge 

had cont�nued to �nd�cate full, wh�ch the p�lot expected 

s�nce he was transferr�ng fuel to �t.  However the gauge 

had cont�nued to read full, even after �t should have 

started to decrease.  The p�lot therefore �gnored the 

gauge �nd�cat�ons, rely�ng �nstead on h�s endurance 

calculat�ons.


