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ACCIDENT

Aircraft Type and Registration:  Easy Ra�der J2.2(2), G-OEZI

No & Type of Engines:  � Jab�ru A�rcraft Pty 2200A p�ston eng�ne

Year of Manufacture:  2003 

Date & Time (UTC):  20 October 2007 at �030 hrs

Location:  Sta�ndrop A�rstr�p, Co Durham

Type of Flight:  Pr�vate 
  
Persons on Board: Crew - �      Passengers - � 

Injuries: Crew - None Passengers - None

Nature of Damage:  A�rcraft extens�vely damaged

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  42 years

Commander’s Flying Experience:  842 hours (of wh�ch 30 were on type)
 Last 90 days - 32 hours
 Last 28 days -   8 hours

Information Source:  A�rcraft Acc�dent Report Form subm�tted by the p�lot

Synopsis

The aircraft was intending to fly a ‘touch‑and‑go’, 
at a grass a�rstr�p. Dur�ng the ground roll, the p�lot 
exper�enced a tendency for the a�rcraft to yaw to 
the left, wh�ch he overcame w�th r�ght rudder.  The 
a�rcraft got a�rborne at a lower speed than normal; 
�t subsequently stalled and struck the ground. The 
a�rcraft was extens�vely damaged, but the p�lot and h�s 
passenger escaped w�thout �njur�es.

History of the flight

The aircraft was flying an approach with the intention 
of perform�ng a ‘touch-and-go’ at Sta�ndrop A�rstr�p, 
Co Durham. The takeoff we�ght was 426 kg aga�nst 
�ts max�mum of 450 kg, and the weather cond�t�ons 
were good and the surface w�nd was calm. The a�rcraft 

touched down approx�mately 50 m along the 300 m 

long runway and the p�lot appl�ed full power for takeoff.  
Wh�lst the a�rcraft was on the ground the p�lot recalls 
that the a�rcraft tended to yaw to the left, wh�ch requ�red 
a significant application of right rudder to correct; at 
the t�me he cons�dered that th�s was probably caused 
by an unexpected crossw�nd.  The a�rcraft cont�nued 
to accelerate along the runway, towards a fence at the 
far end.  The p�lot pulled back on the st�ck to clear 
the fence, and the a�rcraft became a�rborne, but at an 
a�rspeed less than the normal cl�mb speed.  The a�rcraft 
cl�mbed to about 40 ft above the runway when the r�ght 
w�ng stalled.  The a�rcraft struck the ground to the r�ght 
of runway, and went through two fences before com�ng 
to rest. The p�lot shut the a�rcraft down, and he and 
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h�s passenger, who were both un�njured, vacated the 
a�rcraft normally.

The p�lot exam�ned the tyre marks left on the grass 
str�p by h�s a�rcraft.  He noted that they were �75 m 
long, and ceased approx�mately 75 m before the end of 
the runway; presumably �nd�cat�ng the po�nt at wh�ch 
the a�rcraft became a�rborne.  The marks left by the 
r�ght wheel appeared normal but there were fret l�nes �n 
the runway surface where the left hub/tyre had ground 
along the runway.  He cons�dered that these marks were 
conducive with the left tyre having been flat.  The tyre 

had been correctly inflated when he had performed his 
walk around, and he had not�ced noth�ng unusual dur�ng 
his initial takeoff.  In his opinion the tyre had deflated 
during the flight, and the flat tyre accounted for the yaw 
to the left that he had exper�enced.  Th�s, together w�th 
the add�t�onal drag from h�s appl�cat�on of r�ght rudder, 
would have prevented the a�rcraft from accelerat�ng 
normally along the runway, and h�s concern at see�ng 
the end of the runway approach�ng, wh�lst he was st�ll 
on the ground, provoked h�m �nto gett�ng a�rborne 
before he had accelerated to h�s normal takeoff speed.


