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ACCIDENT

Aircraft Type and Registration:  Cessna R�82, G-BOWO

No & type of Engines:  � Lycom�ng O-540-J3C5D p�ston eng�ne

Year of Manufacture:  �978 

Date & Time (UTC):  � September 2006 at �637 hrs

Location:  Runway 22, Wolverhampton A�rport

Type of Flight:  Pr�vate 

Persons on Board:  Crew - � Passengers - �

Injuries:  Crew - None Passengers - None

Nature of Damage:  Nose land�ng gear and propeller damaged

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  76 years

Commander’s Flying Experience:  660 hours (of wh�ch 4 were on type)
 Last 90 days - 6 hours
 Last 28 days - 3 hours

Information Source:  A�rcraft Acc�dent Report Form subm�tted by the p�lot

Synopsis

The a�rcraft landed �n gusty w�nd cond�t�ons and the 
nosewheel collapsed.  

History of the flight 

The p�lot had recently purchased the a�rcraft and was 
carry�ng out c�rcu�ts us�ng Runway 22 at Wolverhampton 
A�rport.  Th�s asphalt runway has an ava�lable land�ng 
d�stance of 574 m (�,880 ft), a w�dth of �8 m (59 ft) 
and a downslope.  The surface w�nd was gusty and 
the reported w�nd at the t�me of the acc�dent was from 
230º at �5 kt.   

The	 Flight	 Information	 Service	 Officer	 (FISO)	 on	
duty �n the tower reported that on the th�rd or fourth 
c�rcu�t the a�rcraft bounced on land�ng and carr�ed 

out a go-around.  The p�lot then called to say that he 
was	 leaving	 the	circuit	 for	a	 local	flight.	 	After	about	
10	minutes	the	aircraft	returned	to	the	airfield	and	the	
p�lot made a further approach to Runway 22.  The FISO 
watched the a�rcraft land�ng, saw �t ‘porpo�se’ and then 
land nose down, whereupon the nose land�ng gear 
collapsed.   Ne�ther person on board was �njured �n the 
acc�dent.  

The p�lot reported that he had exper�enced a sudden 
gust of crossw�nd as the a�rcraft touched down, wh�ch 
l�fted the a�rcraft back �nto the a�r and then dropped 
�t suddenly, caus�ng a hard land�ng on the nosewheel.  
The max�mum demonstrated crossw�nd component for 
the Cessna �82 ser�es of a�rcraft �s �5 kt.  
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An A�rcraft Owners and P�lots Assoc�at�on (AOPA) study 
on land�ng acc�dents showed that land�ng was the phase 
of	flight	when	most	Cessna	182	accidents	occurred,	and	
that the type had a greater proport�on of hard land�ng 
acc�dents relat�ve to other comparable types.  The study 

noted that common factors �n the acc�dents were:  p�lots 
trans�t�on�ng from types of a�rcraft w�th l�ghter elevator 
controls; a forward centre of grav�ty, wh�ch typ�cally 
occurred w�th two persons on board, and poor speed 
control	on	short	finals.					


