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 AAIB Bulletin: 10/2007 G-ASZS EW/G2007/08/07 

ACCIDENT

Aircraft Type and Registration:  Gardan GY80-�60 Hor�zon, G-ASZS

No & Type of Engines:  � Lycom�ng 0-320-B3B p�ston eng�ne

Year of Manufacture:  �965

Date & Time (UTC):  �� August 2007 at �439 hrs 

Location:  Wellesbourne Mountford Aerodrome, Warw�cksh�re

Type of Flight:  Pr�vate 

Persons on Board: Crew - �                          Passengers - None

Injuries: Crew - None                    Passengers - N/A
 
Nature of Damage:  Damage to propeller and eng�ne shock-loaded

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  55 years

Commander’s Flying Experience:  249 hours (of wh�ch ��� were on type)
 Last 90 days -   4 hours
 Last 28 days -    � hour

Information Source:  A�rcraft Acc�dent Report Form subm�tted by the p�lot

Synopsis

The pilot became distracted due to heavy traffic in the 
c�rcu�t and neglected to lower the land�ng gear pr�or to 
land�ng.  The a�rcraft susta�ned m�nor damage �n the 
wheels-up land�ng and the p�lot was un�njured.

History of the flight

After a short flight in the local area, the pilot returned to 
Wellesbourne w�th the �ntent�on of carry�ng out c�rcu�t 
pract�ce.  Runway �8 was act�ve and weather cond�t�ons 
at the t�me were good, w�th the v�s�b�l�ty �n excess of 
�0 km and a l�ght, var�able w�nd.  The c�rcu�t was busy 
at the t�me, requ�r�ng a�rcraft to extend the downw�nd 
leg to allow other a�rcraft to take off.  

The p�lot completed two successful ‘touch-and-go’ 

c�rcu�ts and, on the th�rd c�rcu�t, the a�rcraft ahead 
performed a go-around.  The p�lot allowed h�mself to 
become distracted by this and other traffic and neglected 
to lower the undercarr�age.  He touched down w�th the 
land�ng gear up but, as the wheels protrude part�ally when 
the gear �s retracted, he was able to ma�nta�n control of 
the a�rcraft and steer �t onto the grass to the r�ght of the 
asphalt runway.  The only v�s�ble damage was to the 
propeller, wh�ch struck the ground and abruptly stopped 
the eng�ne.  The p�lot was un�njured.  

The a�rcraft �s equ�pped w�th a warn�ng horn des�gned 
to sound when the eng�ne speed �s below �,600 rpm 
whenever the land�ng gear �s up.  The p�lot reported that 
the horn fa�led to operate on th�s occas�on.  

 


