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ACCIDENT
 
Aircraft Type and Registration: Medway M�crol�ghts Ecl�pser, G-BZGE

No & Type of Engines: � Jab�ru A�rcraft PTY 2200A p�ston eng�ne

Year of Manufacture: �998

Date & Time (UTC): �9 February 2006 at �430 hrs

Location: Woore, Shropshire

Type of Flight: Pr�vate

Persons on Board: Crew - � Passengers - None

Injuries: Crew - � (M�nor) Passengers - N/A

Nature of Damage: Extensive damage to wing

Commander’s Licence: Nat�onal Pr�vate P�lot’s L�cence

Commander’s Age: 38 years

Commander’s Flying Experience: 349 hours   (of wh�ch 8� were on type)
 Last 90 days - 45 m�nutes
 Last 28 days - 45 m�nutes

Information Source: Aircraft Accident Report Form submitted by the pilot 
and AAIB enqu�r�es

Synopsis

The a�rcraft lost power �n the cru�se and the p�lot carr�ed 
out a forced landing.  During the landing flare the pilot 
could not reduce the power to �dle and the a�rcraft landed 
long, running into trees.  The pilot suggests that the initial 
power loss was due to carburettor icing.

History of the flight

The pilot had flown for 45 minutes in the previous 
24 hours, but had otherwise not flown for a number of 
months.  Whilst in the cruise at 1,200 ft, with normal 
cru�se power of 2,300 rpm set, the eng�ne began to 
loose power, dropping to approximately 1,900 rpm.  
The a�rcraft was equ�pped w�th both a hand throttle, 
normally used �n the cru�se, and a foot throttle, and 

the p�lot tr�ed to rega�n power us�ng the latter w�thout 
success.  He therefore chose a field for a forced landing.  
As he approached the field he saw deep ruts at the 
approach end, and so he extended the landing further 
into the field.  During the landing flare he retarded the 
throttle to �dle but the eng�ne power d�d not reduce and 
the a�rcraft landed long, runn�ng �nto some trees and a 
barbed wire fence.

Discussion

Th�s part�cular eng�ne has had problems w�th 
overheating, and new cylinder heads had been fitted as 
a result.  However, in his report the pilot suggests that 
the initial power loss was due to carburettor icing.  The 
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carburettor has a spr�ng loaded sl�de wh�ch, �f �nduct�on 
�ce �s present, can freeze and can prevent the power 

from being reduced.  Alternatively the pilot suggests 
that he may not have fully closed the hand throttle.   




