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 AAIB Bulletin: 11/2006 G-RVSH EW/G2006/06/19 

ACCIDENT

Aircraft Type and Registration:  Van’s RV-6A, G-RVSH

No & type of Engines:  �  Lycom�ng  IO-360 p�ston eng�ne

Year of Manufacture:  2004 

Date & Time (UTC):  25 June 2006 at �33� hrs

Location:  Blackbushe A�rport, Surrey

Type of Flight:  Pr�vate 

Persons on Board:  Crew - � Passengers - None

Injuries:  Crew - None Passengers - N/A

Nature of Damage:  Damaged propeller and damage to owner’s car

Commander’s Licence:  Pr�vate P�lot’s L�cence

Commander’s Age:  43 years

Commander’s Flying Experience:  �78 hours (of wh�ch 52 were on type)
 Last 90 days -  � hour
 Last 28 days - 0 hours

Information Source:  A�rcraft Acc�dent Report form subm�tted by the p�lot

Synopsis

The a�rcraft h�t a motor car dur�ng a ‘jump’ start.

History of the event

The a�rcraft was parked and t�ed-down �n a space at 
Blackbushe Airport.  When the pilot arrived to fly it, 
he found that the battery was flat, so he drove his Land 
Rover vehicle onto the airfield, parked it on the right of 
the a�rcraft and removed the veh�cle battery.  He then 
used jump leads to connect the veh�cle battery to the 
a�rcraft battery, wh�ch �s mounted �ns�de the cockp�t, and 
successfully started the a�rcraft eng�ne.  Unfortunately, 

as he was remov�ng the jump leads h�s forehead nudged 
the throttle open, result�ng �n breakage of the left 
t�e-down, and the a�rcraft started to move.  Because 
the r�ght t�e-down was �ntact, the a�rcraft swung to the 
r�ght, coll�d�ng w�th the veh�cle.  Damage was l�m�ted 
to the propeller of the a�rcraft and the front bumper of 
the veh�cle. 

The p�lot cons�ders that he was �nattent�ve to the throttle 
control when remov�ng the jump leads and �t would have 
been safer to remove the a�rcraft battery and charge �t on 
a battery charger.




