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ACCIDENT

Aircraft Type and Registration:  Pegasus Quik, G-CWVY

No & Type of Engines:  1 Rotax 912ULS piston engine

Year of Manufacture:  2003 (Serial no: 7984) 

Date & Time (UTC):  25 October 2015 at 1140 hrs

Location:  Old Park Farm Airfield, near Port Talbot

Type of Flight:  Private 

Persons on Board: Crew - 1 Passengers - 1

Injuries: Crew - 1 (Minor) Passengers - 1 (Serious)

Nature of Damage:  Major damage to wing and trike

Commander’s Licence:  National Private Pilot’s Licence

Commander’s Age:  64 years

Commander’s Flying Experience:  640 hours (of which 444 were on type)
 Last 90 days - 27 hours
 Last 28 days -   4 hours

Information Source:  Aircraft Accident Report Form submitted by the 
pilot

Synopsis

The pilot judged that his groundspeed was too high after touchdown and decided to initiate 
a go-around.  He admits that he was late in making the decision and the aircraft struck 
several obstacles before coming to an abrupt halt beyond the end of the runway.

History of the flight

The pilot was positioning the aircraft for a standard rejoin to Runway 36 at Old Park 
Farm, which is 350 m long.  Upon establishing on the base leg, he carried out the landing 
checks which included trimming the aircraft to maintain 60 mph and checking that the 
hand throttle was closed.  He commenced a descent, which he controlled using the foot 
throttle, with the aim of turning finals at 500 ft agl.  Having turned onto finals, he took his 
foot off the throttle, noting from the windsock that there was zero wind, and commenced 
a glide approach maintaining 60 mph.

Upon touchdown, it immediately became apparent that the groundspeed was too high 
and the pilot applied the footbrake to slow down as well as pulling the control bar back to 
increase aerodynamic drag from the wing.  Despite this, limited reduction in speed was 
achieved and he decided to go around, releasing the brakes, applying full power and 
levelling the wing.  He sensed the aircraft accelerating but it struck the airfield boundary 
fence upon becoming airborne.  It then ran across a lane before striking a hedge atop a 
small embankment, before coming to rest with the trike separated into two pieces.  He 
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initially thought that, like himself, his passenger had only suffered minor injuries but it was 
later found that he had a spinal injury.

The pilot attributes the accident to his late decision to go around.


