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SERIOUS INCIDENT

Aircraft Type and Registration:  Airbus A319-111, G-EZIV

No & Type of Engines:  2 CFM56-5B5/P turbofan engines

Year of Manufacture:  2005 (Serial no: 2565)

Date & Time (UTC):  16 October 2015 at 1539 hrs

Location:  Lisbon Airport, Portugal

Type of Flight:  Commercial Air Transport (Passenger)

Persons on Board: Crew - 6 Passengers - 147

Injuries: Crew - None Passengers - None

Nature of Damage:  None

Commander’s Licence:  Airline Transport Pilot’s Licence

Commander’s Age:  32 years

Commander’s Flying Experience:  5,260 hours (of which 3,500 were on type)
 Last 90 days - 201 hours
 Last 28 days -   43 hours

Information Source:  Aircraft Accident Report Form submitted by the 
pilot and further enquiries by the AAIB

Synopsis

During pre-flight preparation performance figures were calculated for a departure from 
Intersection November Two of Runway 03, at Lisbon Airport when Runway 21 from 
Intersection Uniform Five was used for takeoff.  The error was not noticed during the crew’s 
standard crosschecking procedures due to distraction in the cockpit and some complacency.

History	of	the	flight

The aircraft was on a scheduled flight from Lisbon Airport, Portugal, to Basel Mulhouse 
Airport, Switzerland.  The commander was to be the pilot flying and co-pilot the pilot 
monitoring.

During the crew’s pre-flight preparation, prior to boarding the aircraft, it was noted that while 
Runway 21 was in use it was possible that Runway 03 could be in use as the wind was light 
and variable.  On the aircraft, prior to pushback, the co-pilot entered the weather information 
and Runway 03 into the Electronic Flight Bag (EFB), despite Runway 21 being designated 
on the ATIS.  The commander then calculated the takeoff performance for a departure from 
Runway 03 at Intersection November Two.  Neither noticed that the runway in the EFB 
differed from the runway in use.

The takeoff data was then input into the Flight Management Guidance Computer (FMGC).  
During this time the commander’s attention was distracted by people entering the cockpit.  
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This led to the Engine Out Standard Instrument Departure (EOSID) in the FMGC not being 
compared to the EFB’s.  The commander’s brief of the EOSID was done from memory and 
the data entry error was not noticed.

The crew considered the takeoff normal until the aircraft approached V1 when they noticed 
there was limited runway remaining, but the remainder of the flight was uneventful.

Upon checking the EFB en route they discovered that performance figures for takeoff from 
Runway 03 from Intersection November Two had been used for departure instead of figures 
for Runway 21 from Intersection Uniform Five.  

Airport information

The following are the applicable distances of Runway 03/21 at Lisbon Airport:

Runway designator TORA1 ASDA2

03 – Takeoff from Intersection November Two 3,530 m 3,530 m

21 - Takeoff from Intersection Uniform Five 2,410 m 2,410 m

Recorded information

The aircraft’s Flight Data Monitoring system captured the incident, showing that the aircraft 
departed from Runway 21 at Intersection Uniform Five, at a takeoff weight of 62.8 tonnes 
with a takeoff distance available of 2,410 m.  As the aircraft accelerated through a V1 of 
153 KIAS there was approximately 580 m of runway remaining.  At the initiation of rotation 
approximately 297 m of runway remained; as the aircraft became airborne approximately 
213 m of runway remained.

Commander’s comments

The commander later commented that this occurrence was a result of multiple distractions 
during pre-flight preparation and some complacency as a result of operating from his home 
base.  This had resulted in him and the co-pilot not concentrating fully when the performance 
figures were being calculated and crosschecked.  The commander added that in future if he 
is interrupted during a brief or crosscheck of data he will start the process again to ensure 
it is completed fully.

Other recent events

G-EZUH

On 16 July 2015 an Airbus A320, registration G-EZUH, took off from Intersection Bravo 
on Runway 08 at London Luton Airport with takeoff performance calculated using the full 
length.  This report was published in AAIB Bulletin 01/2016 on 14 January 2016.

Footnote
1  TORA – Take Off Run Available.
2  ASDA – Accelerate stop Distance Available.
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G-EZAA

On 25 June 2015 an Airbus A319, registration, G-EZAA, took off from Intersection Bravo on 
Runway 25 at Belfast International Airport with takeoff performance calculated using the full 
length of Runway 07.  This incident is the subject of an investigation by the AAIB.


